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Product Specifications

Segment Width: 0.39 in (10 mm)

Board Type/Colot: 3oz Density, White PCB

IP RATING

E467088 
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Luminous Flux maintenance: 75,000 hrs

Limiting Control Method: CV - Constant Voltage

Power Consumption: 5.00W/FT

Beam Angle: 120°

LED Density: 32LEDs/ft / 96LEDs/m

Dimming: Dmx  PWM, RF PWM,  0-10V, MLV Incandescent

Operating Temperature: -20°F to 120°F

Mounting Non-Porous: 3M double sided Tape

     The 6710 High Efficeincy Series is designed for maximum 
brightness. Its thick PCB board and high quality SMD2835 chips 
will ensure that it will  last and remain bright. It is highly versa�le, 
dimmable, and suitable for both ligh�ng and accen�ng. 
Available in 12V or 24V and   3000K-9000K CCT. Deliver all the 
versa�lity of LED Strips with the same quality of light from 
tradi�onal lamps. 

80
LED Flexible Strip 6710-HF Series

Nominal 
CCT//WL

Input Voltage  Reel LengthITEM Luminous    
Flux (lm/ft)

Luminous
Efficacy (lm/w) CRI

80 + 24V DC 6.6 in (166.7 mm)

3.3 in (83.3 mm)

98.4ft

3000K (30K)

138

90+ 12V DC 98.4ft

4000K (40K)

140700

6710-40K-24V-HF

6000K (60K)6710-60K-12V-CRI90-HF

80+ 12V DC 3.3 in (83.3 mm)   16.4ft / 98.4ft

 Cu�able 
Segments 

80 + 24V DC 6.6 in (166.7 mm)      98.4ft6710-30K-24V-HF 3000K (30K)

6710-30K-12V-HF

680

690

6710-60K-24V-HF 6000K (60K) 750

510 16.4ft / 

6710-90K-12V

80+ 24V DC

9000K (90K)
 

550 80+
 

24V DC

6.6 in (166.7 mm)

98.4ft

16.4ft / 98.4ft

136

102

150

110 3.3 in (83.3 mm)
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6710-HF Series

16'   4" 1 Reel  (12V)

 20' 1.25  Reels (24V)

    

    

    

)V42( sleeR  2.5 41' 

16' 4" 1 Reel (12V)

20' 1.25 Reels (24V)

32' 8" 2 Reels (12V)




